
K03-1

Technical Features:
Degree of Protection - IP55 

/ IP65
Material - 1.5mm; 2.0mm 

DKP Sheet
Color - RAL 7032 / RAL 

7035
Sizes Available:

Width - 600mm; 1200mm
Height - 1022mm; 1185mm

Depth - 400mm; 500mm
*Special sizes upon request.

Standard Configuration:
Vertical Profile - 4 pcs.

Horizontal Profile - 4 pcs.
Back Cover - 1 pcs.
Side Cover - 2 pcs.

Plinth System - 1 set
Front Cover - 1 pcs.
Top Cover - 1 pcs.

Mounting Plate - 1 pcs.
Perforated Mounting Plate - 

1 pcs.
Lock - min. 2 pcs.

Angel Hinges - 4 pcs.

Modular Control Panel

K03-2

Technical Features:
Degree of Protection - IP55 

/ IP65
Material - 1.5mm DKP 

Sheet
Color - RAL 7032 / RAL 

7035
Sizes Available:

Width - 600mm; 900mm; 
1200mm

Height - 1185mm
Depth - 500mm

*Special sizes upon request.

Standard Configuration:
Vertical Profile - 4 pcs.

Horizontal Profile - 4 pcs.
Back Cover - 1 pcs.
Side Cover - 2 pcs.

Bottom Door - 1 pcs.
Monitor Part - 1 pcs.
Monitor Door - 1 pcs.

Mounting Plate - 1 pcs.
Perforated Mounting Plate - 

1 pcs.
Lock - min. 2 pcs.

Angel Hinges - 4 pcs.

Monitor Type Control Panel

K03-3

Technical Features:
Degree of Protection - IP55 

/ IP65
Material - 1.5mm DKP 

Sheet
Color - RAL 7032 / RAL 

7035
Sizes Available:

Width - 650mm; 1600mm
Height - 1022mm; 1185mm

Depth - 400mm; 475mm
*Special sizes upon request.

Standard Configuration:
Body - 1 pcs.

Bottom Door - 1 pcs.
Top Door - 1 pcs.

Mounting Plate - 1 pcs.
Perforated Mounting Plate - 

1 pcs.
Lock - min. 2 pcs.

Angel Hinges - 4 pcs.

Ergonomic Control Panel

K03-4

Technical Features:
Degree of Protection - IP55 

/ IP65
Material - 1.5mm; 2.0mm 

DKP Sheet
Color - RAL 7032 / RAL 

7035
Sizes Available:

Width - 600mm; 1200mm
Height - 1022mm; 1185mm

Depth - 400mm; 500mm
*Special sizes upon request.

Standard Configuration:
Body - 1 pcs.

Front Cover - 1 pcs.
Top Cover - 1 pcs.
Back Door - 1 pcs.

Mounting Plate - 1 pcs.
Perforated Mounting Plate - 

1 pcs.
Lock - min. 2 pcs.

Angel Hinges - 4 pcs.

Ergonomic Access Control Panel

CONTROL PANELS


